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Features











Camera control in IP and analog modes;
Full VISCA, ONVIF, PELCO-P/D protocols;
The built-in web server makes configuration 
interface simple and clear;
Support POE;
7 buttons to switch 7 cameras;
4D joystick control;
Rocker switch controls zoom speed;
Shortcut keys/knobs for common settings;
TFT LCD screen display.

Model CKB-064D joystick for pan/tilt/zoom/focus control, 
ergonomicdesign and excellent finishing; 
High brightness OLED display;
Auto backlight keys;
Shortcut keys customization;
Batch program cameras in the systems;
Multi-level protection from illegal operation or 
setting;
Multi-baud rate and protocols;
256 address;
Compact design with portable features;


Model CKB-02V2
Control Interface RS-485, RS-232
Protocol Pelco-D, Pelco-P, VISCA
Baud Rate 2400bps, 4800bps, 9600bps,

19200bps, 38400bps
Address 0~255
Joystick 4-axis
Display OLED
Power DC12V
Power Consumption <2W
Working Temperature 0°C ~ +40°C
Storage Temperature -20°C ~ +50°C
Relative Humidity ≤90% (non-condensation)
Dimensions (L×W×H) 200mm×120mm×103mm
Net Weight 0.5KG

IP Keyboard Controller

White Balance
Exposure
Shortcut Button

Shortcut Knob

Protocol
Outout
Joystick
Screen
Power Consumption
Power
Work Temperature
Work Humidity
Dimensions (L×W×H)
Weight

Button. Auto Indoor Outdoor One Push Manual
Button, Auto, Manual, Shutter Priority, Iris Priority
Bright Adjustment, Exposure Gain, BLC
Focus Model Selection, OSD
RB Gain, Iris, Pan/Tllt Speed(1-8 Steps)
Zoom speed(1-8 Steps)
 Full VISCA, PELCO-D/P, ONVIF
RS422, RS232, RS485, RJ45
4D joystick
TFT LCD 320×240
≤5W
DC12V-2A
20%80% (non-condensation)
321.6mm×179.2mm×105.7mm)
1.63KG




